
TCPM
Thermocouple with MgO isolation for industrial use

Main characteristics 

• Max. temperature limit: 
- 40 ... + 310° C for type T
- 40 ... + 550° C for type J
- 40 ... + 600° C for type E
- 40 ... + 1050° C for type K
(see table of sheathing diameter used)

• Reference tolerances: IEC 584.2 class 2:
for type  T: ± 1°C (-40...+133°C)

± 0,0075[t] (t >...+133°C)
for type  J,E,K: ± 2,5°C (-40...+333°C)

± 0,0075[t] (t >...+333°C)
• Sensitive element with MgO isolation
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ORDER CODE 
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Cu-Cu/Ni T

Element + hot junction 
Single isolated
Single mass

Element type 
Fe-CuNi
Ni/Cr-Ni/Al

Cable (Standard DIN)
GSC

Sheathing material
AISI 316

Sheathing diameter (mm)
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Li = Immersion Length
(mm)

Standard length: 100 to 2000
mm with 50 mm pitch
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Lc = Cable length  (dm)
Standard length from 5 to 100

dm with 5 dm pitch
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LENGTHS AND ACCESSORIES

T SIT certificate

Certificates
Certificate of conformity

Calibration reportsR
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INCONEL 600 F   **

(*)   Available only for elements  J, T, E
(**) Available only for element  K
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D Mignon male

Connector type
Standard male

Standard male + femaleB
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E Mignon male + female
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